
 / 3 PIECES FULL TRUNNION

/ Standard materials 

Item 

GKS 14 SGS  GV GKS 16 SGS GV

Description

GKS 34 SGS  GV GKS 36 SGS GV
GKS 64  SGS GV GKS 66 SGS GV
GKS 94  SGS GV GKS 96 SGS GV     
GKS 154 SGS GV  GKS 156 NGT GV 
GKS 254 SGS GV GKS 256 NGT GV

1-2 / Body AA216 WCC A351 CF8M
A105 N A182 F316

3 / Ball A351 CF8M /  LF2+ENP
4

/ Seats
PTFE  ( T )

PTFE + FG (R) 
+CG (S)

DEVLON (N)
5

/ Stem
AISI 316 
A182 F51

6-7 / Packing ring Graphite
Viton

9 / Seat Viton
Graphite

8-10 Body seal Viton - Graphite
11 / Studs
12 / Nuts

/ Figure & Material

A193/A320 B8M Cl2
A194 8M

/ Weight (kg)
 / Full Bore /Reduced Bore                                            

PTFE

A194 7M  
A320 L7M



/ FULL TRUNNION

NPS    Class 150     Class 300     Class 600 lbs
 FB  RB J K M N ISO 5211 J K M N ISO 5211 J K M N ISO 5211

NPS    Class 900     Class 1500     Class 2500 lbs
 FB  RB J K M N ISO 5211 J K M N ISO 5211 J K M N ISO 5211

NPS D L (RF) L1(RTJ)  L2 (BW) (SW) E
FB RB 150-600 FB 150-600 RB 150 300 600 150 300 600 150 300 600 150 300 600

NPS D L (RF) L1(RTJ)  L2 (BW) (SW) E
FB RB 900 FB 900 RB 1500 FB 1500 RB 2500 FB 2500 RB 900 1500 2500 900 1500 2500 900 1500 2500 900 1500 2500

M

N

K

J

ø

Class 150/300/600 

/ Dimensions
 /

Class  900/1500/2500  /


